
SUPER STREET RULES     

BODY 

1. Must have a factory or fabricated firewall.  
2. No engine set back or offset. # 1 spark plug must be even with upper ball joint + 

or – I inch. No cut out holes in firewall. Must be filled with sheet metal if missing.  
3. Metal dash allowed.  
4. Air cleaner hole allowed in hood.  
5. Any bars necessary to insure rigid frame and radiator protection will be permitted 

behind front and rear bumpers.  
6. 101″ minimum wheel base. (+ / – 1″) No more than 1″ total difference between 

left and right side, not 1″ per side. No compacts. Pick-ups are allowed. Front 
inner panels optional.  

7. Trunk lid may be gutted.  
8. After market nose piece allowed.  
9. Sheet metal or aluminum doors allowed 22 or 24 gauge only and must have 

stock bodylines.  
10. Stop sign post material allowed between front and rear fenders on side of body to 

protect sheet metal and paint jobs.  
11. Front and rear firewalls must be in stock location but may be repaired with sheet 

metal to cover any holes.    
12. Factory spoilers or sheet metal spoilers no more than 12″ taller than the rear 

edge of the trunk lid, and no wider than rear of car. Side panels may go 24″ 
maximum from rear edge of trunk, forward. Maximum of 12″ high also.  

13. Stock  floor pan. May use sheet metal to cover rusted out holes.  Must have a 
complete floor pan from drivers door to passenger door. No empty floor pans as 
is in modifieds or late models. May be sheet metal.            

14. Front fender wells and hood lining may be removed. Doors may be gutted.  
15. The drivers seat must be in front of the leading edge of the door. The door must 

be in the stock location. This rule applies to two and four door cars.  
16. All general and safety rules apply.  
17. Performance bodies allowed. Must maintain street stock style appearance. Must 

have some portion or factory firewalls and floorpan in place. Cannot use an all 
sheet metal car on a jig chassis. Cannot be a stock frame with roll cage and all 
sheet metal.  Stock, factory driveshaft tunnel has to be in place.  

FRAME 

1.  Must be GM body on GM car, Ford body on Ford car and Chrysler body on 
Chrysler car.  

2. Unibodies must connect front and rear with tubing, and may use roll cage to 
strengthen frame, as long as bars do not extend outside of body.  

3. Late model cars must use late model frames.  



FUEL SYSTEM 

1. No electric fuel pumps allowed.   
2. Fuel cells required.  
3. Fuel will be gasoline only, no alcohol and no additives. No octane boosters. No 

nitrous oxide  
4. Fuel cells may be relocated for safety.  

SEATS 

1. Racing type seats required.  
2. The seats will be securely fastened.  

SEAT BELTS 

1. Quick release belt no less than 3″ wide is mandatory.  
2. No more than 4 years old.  
3. Shoulder harness mandatory. This harness must be mounted in at least 5 points 

below driver’s shoulders.  
4. Both ends of the belt must be securely fastened to roll cage with quality bolts no 

less than 3\8″ in diameter.  
5. Belts shall come from behind the driver.  

ENGINE: OPTION # 1 
Any cubic inch engine 2 barrel holley 4412 MUST weigh 3000lbs may run a 602 sealed 
crate engine with a 4 barrel 

ENGINE OPTION # 2 
Any cubic inch engine with any holley 4 barrel MINIMUM 3400 lbs. 

ENGINE OPTION # 3  
604 Crate Engine must be sealed with any carburetor 
 

CLUTCH, TRANSMISSION AND DRIVE TRAIN: 

1. Any clutch, pressure plate and flywheel for a car with manual trans.  
2. Any torque converter for cars with automatic trans. Shift kits are ok.  
3. Must run drive shaft safety loop on all cars. Must be 5″ to 8″ behind front U joint.  
4. Drive shaft must be painted white.  
5. Bert / Brinn / Falcon Transmission allowed  

FRONT SUSPENSION 

1. Must be in stock location as produced by manufacturer.  



2. Steel shocks only. Shock must be in stock location. Any shock location on right 
front only.  

3. Right front upper control arm may be reinforced for safety. AFTER MARKET 
UPPER CONTROL ARMS ALLOWED. LOWERS MUST REMAIN STOCK.  No 
modification to lower control  arms,  control arms same on both sides 
metric/metric, camaro/camaro, GM can run GM, Ford can run Ford, but 
must be same for both sides.  

4. ***Three wheel brakes allowed, brake bias optional.  
5. Springs must be stock type minimum 5″ in diameter. Racing springs allowed.  
6. Weight jack allowed on RIGHT FRONT ONLY.  
7. Quick steer ok.  

REAR SUSPENSION: 

1. Stock as produced by the manufacturer, except rear end housing may be 
replaced with any 5 or 6 lug rear end. NO QUICK CHANGE REAR ENDS 
ALLOWED.  

2. Stock suspension and frame must be retained. No heim ends allowed. No rear 
jack screws allowed.  METRIC-lower bars 2 3/4inches down from the axle 
tube,  stock length trailing arms on both sides, and mounted securely on 
rearend and chassis  

3. Shocks must be in stock plane location. Shock mounts may be raised or lowered 
but only within the original plane of the stock shocks. Steel shocks only.  No 
adjustable shocks.  Heim ends  allowed on shocks.  Metric- shocks should 
be mounted on center of rear drop bars. No add on traction devices, or 
modifications of any kind.  

4. Adjustable shackles and racing springs allowed. May use Ford 8″ or 9″ rear end 
(GM cars included). Coil springs cars are allowed to run adjustable buckets.  No 
sliders on leaf springs. No composite leaf springs.  

5. Rear end may be locked.  
6. May use disc brakes.  
7. Floating axles ok, axle retainers ok.  

 

TIRES AND WHEELS 

1. Steel bead locks are ok  
2. 8″ or 10" Steel wheels maximum allowed  
3. Must run Hoosier G-60 tires, H-84 or DOT passenger tires 60 series 

max. Asphalt pull-offs or American Racer KK-704 are allowed.  
4. Grooving and siping are allowed, but no soaking or use of softening chemicals 

allowed.  

 There will be a $250 claim on ANY MSD box, on ANY car, at ANY time after the feature 
race. Only 2 claims allowed by each car per year. As soon as the feature race is over 



you must notify the tech man in person that you wish to claim someone’s MSD box and 
hand him $250 cash. The tech man will notify that driver that his/her MSD box has been 
claimed and he may agree or refuse to allow the claim. If he/she agrees, he will remove 
the box only, with the technical director watching, and hand it to the claimer. The tech 
man will then hand him the $250 cash. If the person being claimed refuses, he/she will 
lose all points accumulated up to that point and will be DQ’d for that nights event. 

 


